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Macchina serigra�ca per nastri
Tapes screen printing machine S1 300

N 2T



Macchina serigra�ca per nastri
S1 300 N 2T 

Ribbon screen printing machine
S1 300 N 2T

La linea S1 300 -N 2T è una macchina serigra�ca per stampa 
su nastri completamente automatica di ultima generazione.
Un sistema di controllo che consente di stampare da una �no 
a quattro nastri da uno a due colori. Un essiccatore interme-
dio tra le due stazioni di stampaconsente di asciugare l'essi-
cazione del primo colore per permettere la stampa del 
secondo colore in automatico.Dopo la seconda stazione di 
stampa vi è un forno con lampade a infrarossi che la polime-
rizzazione dell'inchiostro per permettere di riavvolgere i 
nastri separatamente.I nastri possono essere sia in tessuto 
organico o in materialo sintetico.Grazie alla tecnologia delle 
nostre macchine serigra�che automatizzate siamo in grado di 
stampare qualsiasi tipo di nastro con soluzioni da uno a 
quattro colori.

Dati tecnici:
Potenza   14 Kw
Voltaggio    230-400 V 
Nr. colori  2
Nr. bobina  Da 1 a 4 Bobine
Max. diametro bobina 250 mm
Nr. Max  bobine  4 Bobine da 10 a 25 mm di larghezza
Formato di stampa 200x 100 mm
Formato telaio  500 x 300 mm
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Dealer

The S1 300 -N 2T line is a latest generation fully automatic 
screen printing machine for printing on ribbons.
A control system that allows you to print from one to four 
ribbons of one to two colors. An intermediate dryer between 
the two printing stations allows drying the drying of the �rst 
color to allow the printing of the second color automatically. 
After the second printing station there is an oven with 
infrared lamps which polymerise the ink to allow rewind the 
ribbons separately. The ribbons can be either in organic fabric 
or in synthetic material. 
Through the technology of our automated screen printing 
machines we are able to print any type of ribbon with 
solutions from one to four colors.

Technical data:
Power       14 Kw
Voltage    230-400 V 
N. of colors  2
N. of coils  From 1 to 4 coils
Max. diameter coils 250 mm
N. Max  coils         4 coils from 10 to 25 mm of length
Print format         200x 100 mm
Frame format  500 x 300 mm


